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ABSTRACT Computation of maximum voltage droop in power delivery networks is important for perfor-
mance estimation. This article proposes a methodology to predict the maximum voltage droop caused by
current sources in ICs. We derive the analytical relations and analyze the error in the predicted voltage droop
values. Furthermore, we consider the effect of current step rise time on the voltage droop along with error

analysis. Results capture the error bounds for the analytical equations derived.

INDEX TERMS Integrated circuit (IC), maximum voltage droop, power delivery network (PDN).

I. INTRODUCTION

Due to the increase in clock frequency and density of
transistors in integrated circuits (IC), designing robust power
delivery networks (PDN) presents a challenge for today’s
high-performance systems. The primary purpose of PDN
design is to ensure delivery of stable power to ICs. However,
loads consuming fast, transient and high current cause large
power supply noise and voltage droop resulting in IC mal-
function and other issues related to signal integrity and elec-
tromagnetic interference (EMI) to other parts of the system.
This presents a challenge for managing power supply noise
and keeping it below a threshold level.

Consider a typical PDN for a generic high-performance
computing system as shown in Fig. 1, consisting of the printed
circuit board (PCB), package, and ICs. Several routing paths
and interconnections exist that are used to supply the desired
power from the voltage regulator module (VRM) to the ICs.
For stable power delivery to the load, decoupling capacitors
are added near each component thereby reducing the PDN
impedance over the frequency range of interest. For any PDN
with these configured components and design, the voltage
response at the load in PDN depends on the current sources.
Therefore, to ensure a stable power supply, it is necessary to
predict the voltage response in time domain and the maximum
voltage droop depending on the current sources in design
stages.

Several studies have focused on the voltage responses
depending on PDNs and IC loads, and the results of voltage
response form particular current sources are provided using
commercial tools [1]-[5]. However, a more intuitive method
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FIGURE 1. Typical PDN model of the high-performance computing system
consisting of PCB, package, and ICs.

is required for the prediction of voltage response rather than
using simulation tools in the early PDN design stage. In
[6]-[8], the expressions for the voltage responses in time
domain are derived analytically based on the modeled PDN,
thereby providing the intuitive relationship between power
supply noise and PDN parameters. However, since only typ-
ical pulses are used as current sources, the voltage responses
from various types of load current which are representatives
of IC operations are not covered. The prediction of maximum
voltage droop by analytical calculation has been proposed
in [9]. In this approach, three basic types of current sources
are proposed, and the maximum voltage droop caused by
these at the load are calculated by using simplified equations
with PDN parameters. The rationale for using the three forms
of current sources in [9] is that these excitations form a
current basis where any current excitation can be represented
using a combination of impulse, step and periodic excitations.
In addition, for PDN characterization, the voltage response
and droop from these load currents are the figures of merit
since these excitations are based on the typical IC operations
[9]. An example of both the current sources and their voltage
responses from the load are plotted in Fig. 2. This provides a
quick method for estimating voltage droops, and also provide
insight into the parameters that need to be optimized in real
designs. However, the equations provided in [9] can lead to
large errors depending on the component values used since
they do not provide any information on the error bounds.
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FIGURE 2. Voltage responses caused by step, impulse, and resonant
current at the load.

In this article, we propose a method to compute maximum
voltage droops using the three fundamental current sources
from ICs, but we re-derive the equations in [9] and validate
the associated errors based on simulations. We then modify
these equations to minimize errors along with the allowable
usable range for the component parameters. For verification,
the proposed method is applied to the prediction of voltage
droop from an arbitrary current source from ICs. In addition,
we quantify the error bounds of the simplified equations, and
include current rise time as a variable parameter, which can
have a significant effect on the level of voltage droop.

This article is organized as follows. In Section II, we
identify the boundary conditions for the equations and val-
idate the associated error. The equations are then re-derived
in Section IIT and then modified to reduce error. Section IV
analyzes the error bounds for each equation followed by
Section V, where the effect of current rise time is discussed.
Finally, the conclusion is presented in Section VI.

Il. PROBLEM FORMULATION

To analyze the PDN, the general approach is to use an
equivalent circuit model to represent the actual network,
as shown in Fig. 3 [10]. From the perspective of an IC
and system designer, Fig. 3 can be further simplified into
Fig. 4 to capture the impedance peak, which is dominant to
voltage droops in ICs and is created by the parallel resonance
between the on-die capacitance C and PDN inductance L.
Fig. 4 closely represents a system which assumes that all
other impedance peaks have been suppressed below the target
impedance using appropriate strategies such as placement
of package and board level decoupling capacitors [9], [11].
In this article, we use Fig. 4 as the starting point for our
analyses similar to [9].

As indicated earlier, Fig. 2 shows the voltage droops at the
load caused by three different 1A current sources. We obtain
them by simulating the PDN circuit in Fig. 4. A typical
set of circuit parameter values used in PDNs are provided
in Table 1. Each dotted line in Fig. 2 represents the estimated
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FIGURE 3. Simple equivalent circuit model of the PDN.
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FIGURE 4. Further simplified circuit model of the PDN.

TABLE 1. Parameter values of the simple equivalent PDN circuit.

Parameters Value

L PDN inductance 50pH
Ry PDN resistance 8mQ2
C  On-die capacitance ~ 50nF
Ra On-die resistance 2m§)

maximum voltage droop by using the equations described
in [9]:

1 Iy,
Vimﬁulse = E . ;C% (D
Vstep =Z- Istep (2)
Vresonance = ZLpeak * ; . Iresonance (3)

where Layg, feiks Lstep> and Iresonance are the average of impulse
current, clock frequency, magnitude of step and resonant
current, respectively. The impulse, step and resonant current
sources from the load cause the voltage droops Vimpuse, Vseps
and Viesonance, respectively. In the above equations, other
parameters are defined as follows:

1
- 4
fo S Jic “)
L
Zo=/% ®)
C
Zy
= 6
Q Riotal ( )
Zpeak = ZO . Q (7)

where fo, Zo, O, Zpeak, and Ryo1q are the resonant frequency,
characteristic impedance, quality factor, peak impedance and
the sum of Ry and R, [9], [11].

Table 2 compares the simulated and calculated maximum
voltage droop values. Here, the agreement is close meaning
that the equations are valid based on the component values
used. The small deviations in Table 2 are caused by the
PDN and on-die resistance in the PDN circuit, which are
ignored in (1)-(3), meaning that as these resistance values
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TABLE 2. Comparison of the maximum voltage droops from equations
and simulations.

Current source Simulated value Calculated value  Error
Impulse current 19.99mV 20.00mV 0.05%
Step current 32.05mV 31.62mV 1.34%
Resonant current  129.39mV 127.32mV 1.60%
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FIGURE 5. Change of the voltage droop from a step current, (a) R,
increasing, and (b) R, increasing.

14 16 18 20

reduce, the error converges towards zero. However, as these
resistance values increase, (1)-(3) become invalid. This effect
is illustrated in Fig. 5, 6, and 7. The solid lines represent
the voltage droop under different PDN or on-die resistances
and the dotted lines indicate the calculated maximum volt-
age droop level using the equations, which is constant with
resistance change. When both PDN and on-die resistance are
less than 10m€2, the maximum voltage droop is close to the
computed values. However, as one of the resistance increases
above 10mS2 (which is possible in a PDN), the deviation
between calculated and simulated values become significant.
Hence, modifications to these equations are required, which
are discussed in the next section.

IIl. RIGOROUS SOLUTION
In this section, we first derive the equations with the resis-
tance in the PDN circuit assumed to be zero. Secondly,
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FIGURE 7. Change of the voltage droop from a resonant current with an
increase of Ry and R,.

we take into account the resistance and provide modified
equations for a more rigorous solution. We then introduce
factors that need additional consideration compared to the
parameters used earlier. We also propose an additional param-
eter (current pulse time duration) in addition to the com-
ponent parameters for using the voltage droop equations to
compute maximum voltage droop.

A. STEP CURRENT

Assuming negligible resistance, the impedance transfer

function H (s) of the equivalent PDN circuit in Fig. 4 can be

written as:

V) s
I(s)  s2+ =

H(s) (8)

Using the step current source, the voltage response can be
derived to be:

V¥ (Ostep = +/ L ~sin<Lt> -1
step C \/E step
= Zo - Lep - Sin(2rfy - 1) 9

Here, the voltage response is sinusoidal with resonant fre-
quency fp and amplitude Zy * Iyep. From (9), the maximum
voltage droop is as given in (2).
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When the resistances are included, the transfer function of
the PDN circuit becomes:

V(S) R, - S + L+R1R2C s+ i%
H(s) = = R +R 1 (10)
I(s) 24 Mt oy ic

Using the unit step function for the current, the voltage
response in time domain can be derived as:

V(t)step
7(RI+R2)~I‘
=Ri+R2—Rp)-e V2%
RI+R L—CR}
1 (R + R)? 5L~ LC(Rz—Ilel)
deos|l | —— ——— 1) —
LC 412

[ 1 Ri+R)?
LC 412
1 R Ry)?
csinl ] — — Ry + Ry)” .t (1)
LC 4172

Since Fig. 4 is a second-order circuit model and the voltage
response is sinusoidal when (2) is valid, we consider the
under-damped case. This requires that:

1 (R +R)?
Tk # >0 (12)
Substituting (5) and (6) into (12):
1
0> 3 (13)

where the parameter Q is as defined in (6). Using (12), (11)

can be further modified and Written as:
+Ry

V(t)step—Rl“r(Rz—Rl) e -3 o)t
1 (R +R)?
A —— - 14
{cos( c” an ¢) (14
where
R+R, L—CR
A= |[14+(— LC(R2—RD) \» (15)
1 (Ri+Ry)?
LC 412
Ri+R, _L—CR}
¢ = tan”! ( R LCRy—R1) > (16)
1 (Ri+R)?
LC 412
Substituting (5), (6) into (14), leads to:
_(Fh). R, — R
WOuep = R1 + 29 - (30) 1. B2 2R
((Ry — R1)?
RiRy 2
- Q2 (R1+R2)2)

(1—@)

1
'c0s<27'[f()- 1—@4—(15) (17)

Based on (17), the voltage response from a step current
source is an exponentially decaying sinusoid with DC droop
depending on the resistance R;. As the resistance decreases,
the square root term approaches unity because of the high Q.
In this case, the maximum voltage droop is only proportional
to the characteristic impedance, Zy as in (2). However, as Q
decreases, the square root term becomes less than 1, and this
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equality no longer holds. Therefore, the maximum voltage
droop is determined by not just Zy but also Ry, Rz, and Q.
Due to these additional parameters which may be important in
an actual design, the maximum droop calculated can deviate
significantly from the result in (2).

B. IMPULSE CURRENT
With the resistance assumed zero, the voltage response to
impulse current is:

V*(t)im ulse = l - cos( : - 1)
P c LC
1
=" cos2mfy - t) (18)

However, if we consider a practical current pulse, the impulse
function needs to be replaced by a single pulse current with
a short time duration. Then, the voltage response from the
current pulse excitation becomes:

1 e—as
V(s)impulse = H(s) - Iavg : (; - ) (19)
which in time domain results in:
szn Ct) Loyg, O<t<a
V(t)tmpulse =14 l (sm(
— szn( (t —a) ¢ lag, t>a
(20)

where /¢ and a are the average current and time duration of
the current pulse, respectively.

For 0 < t < a, if the pulse time duration a is small enough,
based on the linear approximation, the voltage droop att = a
can be written as:

v(0+a) = v(0)+V(a)-a 1)
where, V/(a) is

Vi(a) = 1 COS(\/%_C> Maye (22)

Then, the maximum Voltage droop when ¢ = a is obtained
as:

v(a) = loyg - a - cos a (23)
vLC

Since a equals 1 /fclk and the cosine term approaches unity
with small a, the maximum voltage droop is as given in (1).
Similarly, for t > a, the voltage response v(¢) becomes:

v(t); = \/z { (1 — cos ! a)? + (sin ! a)?
impulse — C \/If \/L_C
COS( ! t - ¢)} avg

Z\/7 ﬂ COS(\/— —¢)- Iavg

- 24
«/Ift ®) 24

%

— Iy - a- cos
C avg (
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where small a is assumed and linear approximation is used.
Here, the voltage response is sinusoidal with amplitude 1/C -
ILavg /feix meaning that the maximum voltage droop is the same
as (1).

However, with the resistance included, the voltage
response for impulse current excitation becomes:

V(t)impulse

L —R3C Ry +Ry
=Ry -5(¢ i €
2 8(8) + Ic e
1 (R + R)?
dcos\ | —= — ——— -t
LC 412
R{+R> Ri—R»
2L T L-RC 1 (R +Ry)? t)
_—— . sln —_— e —_—
1 (Ri+R)? LC 412
LC 412

(25)

As mentioned earlier, since the under-damped case is
considered, Q is greater than 1/2. Then, (25) can be rewritten
as:

L—RC _ Ri+Ry,
v(t)impulse =Ry -8(t) + L—C2 -e (=)t
1 R + Ry)?
A -{cos __u.t_(p
LC 412
(26)
where the amplitude A and phase ¢ are given by:
Rlz-‘sz _ R|—§2 2
—R;C
1 RiARy)?
LC 412
Ri+Ry R —R,
2L L—R3C
¢ = tan_l ( — —2) (28)
\/@
LC 412

Substituting (4), (5), and (6) into (26), the voltage response
can be further expressed as:

L)
V() impuise = Ra - 8(1) + ce 30
_ 1 _RiR v
U - & iR?
1—-L
307

~cos(2nfo~ [1— é -t —¢> (29)

As in (29), the voltage response for an impulse current
consists of the sinusoidal term with exponential decay and
the impulse term multiplied by R;. If the resistance is low,
the first term is close to zero due to low Ry and the square
root term ~1 because of high Q. Then, the voltage droop
is proportional to 1/C as in (1). However, if the resistance
is appreciable, due to high Ry and low Q, the first term
and square root term are no longer zero and unity, respec-
tively, resulting in the maximum voltage droop differing from
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time duration.

1/C proportionality shown in (1). Therefore, the resistance,
especially Ry can cause significant deviations in the droop
calculations as compared to the estimations in (1).

Another factor we need to consider for the validity of the
equations is the parameter of the current source. In (1), only
the charge 1,y /feir is considered. However, although current
pulses may have the same charge, their time duration may
differ. Then, for 0 < ¢ < a, the voltage response for a pulse
current becomes the same as (17). In addition, when ¢ > a,
the voltage response becomes:

a- 1 RiRp )2

Y Omntse = Zo - Ry —Ry) 02 (R1+R>)?
impulse /((Rz _ R1)2 (1 _ ﬁ)

(58)- 1
ce \22 )" . Lcos| 2nfy - 1—@"0—(]5)
—e(2;5))'“~cos<27ff0'1/1‘@'(1—0)—05)}

(30)

Based on (30), the voltage response is an exponentially decay-
ing sinusoid and its amplitude and phase depend on the pulse
time duration a, resulting in the amplitude of the voltage
droops differing from (29).

Fig. 8 shows the voltage droops caused by the current
pulses having the same charge but different time duration.
Due to the same charge, the calculated maximum voltage
droop for all current pulses is 20mV. If the time duration
of a current pulse is relatively short compared to the res-
onant period Ty, the maximum voltage droops are close
to 20mV. However, as the time duration increases beyond
0.1 % Tregonance, the difference between calculated and sim-
ulated values increase significantly.
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C. RESONANT CURRENT
The voltage droop caused by a rectangular-shaped reso-
nant current depends on the first harmonic component [9].

Using Fourier series, the resonant current can be
represented as:
. a
l(t)resonance - Iresonance p—
Ty
o0
2 - Lresonance . a 2nm
+ Z ————— . sin(—nm) - cos(——t)
! nmw To To
n=

€1y}

where a, n, To, and wq are pulse duration, harmonic number,
resonance period, and angular frequency of the current,
respectively. Substituting n = 1, a = Tp/2 into (31),
we obtain the first harmonic function of the resonant
current as:

- cos(wot)

2 - Lesonanc
i(t)lst — rc;[onance (32)

where Lesonance 18 the magnitude of the resonant current.
Since the impedance at fy is Zpeak, the voltage response
becomes:

2
V*(t) = Zpeak : ; * Lresonance - cos(wot) (33)

Here, the peak to peak voltage is Zpeak - 4/7 - Lresonance-
From (33), the maximum voltage droop is as shown in (3).
However, if Q is low because of the high resistance, Zpeux
from (7) becomes inaccurate [9]. This is because, with the
resistance included, fy and Z,eq« from (4),(7) are not the actual
resonant frequency and peak impedance, respectively. The
resonant frequency of the PDN circuit can be derived as:

1 L-RiC
2n/LC \ L-R3C
Here, the resonant frequency makes the imaginary part of the
admittance equal zero, where the admittance is given by:

1 1

C RitjoL - Ry+ e

(34)

f resonance —

35)

Therefore, the impedance at f; needs to be re-calculated by
using the equation:

(R1 + jooLl)(R2 + o)

(R + jooL) + (Ro + 7o)

Substituting (4)—(7) into (36), the impedance Z(fy) becomes

Z(fo) (36)

L 4 RiRy +j,/ B(-Ri + Ra)
Ri+Ry

Rl i 0Ri+R)  (37)
Ri+ R / ' ?
In (37), considering non-zero values for the resistances R and
R», the impedance at fj is different from Z,eqx shown in (7),
thereby, affecting significantly the voltage droop.

Additionally, with low Q, the voltage droop from higher
current harmonics, which is not considered in (3), yields

Z(fo) =

= ZLpeak +

197880
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TABLE 3. Impedance values at each current harmonic depending on Q.

Frequency (Harmonic) Impedance (Magnitude)

Q=6.32 Q=3.16 Q=1.58 Q=1.05
fo (1st) 201m$2 103m$2 56mS2 43m$2
3fo (3rd) 12m$2 12m$2 13mQ 13mQ
5fo (5th) TmS) 7m$2 8mQ) 9mS)

different voltage droops as compared to the expected value.
The voltage droop response from a resonant current source
can be calculated using the equation:

Lyes > 2nmw
w(t) = Zpc - _resonance —+ Z Z”fO - sin(——t)
2 n=1 TO
n=odd
_ ZDC . Ireso;ance + ZfO . 2 . Iresonance . Sin(a)ot)
2.1 .
+Zsp, - —3’”";“"“ - sin(3wot)
2-1 resonance .
+ Zsf, - 5., sin(Swot) + - - - (38)

Here, the voltage droop depends on the impedance values at
each frequency. As shown in Fig. 9 and Table 3, when Q
is high, there are large differences between the impedance
values of the first harmonic and higher harmonics. However,
as Q decreases, the differences become smaller leading to an
increase in the effect of voltage droops arising from higher
harmonics.

D. ARBITRARY TRANSIENT CURRENT
The impulse, step and, periodic current sources can be used
to represent an arbitrary current source. Hence, the voltage
response for an arbitrary current can be obtained using a
combination of (17), (30), and (38). This can provide a degree
of freedom to set an arbitrary transient load current depending
on IC operations, and the obtained voltage response from the
customized transient current source can be used as a figure of
merit for PDNs.

Fig. 10 provides an example of an arbitrary current source
in ICs and the resulting voltage droop. Since the transient
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FIGURE 10. Voltage droop from an arbitrary current consisting of step,
pulse, and resonant currents.

current can be represented as the sum of step, pulse, and
resonance currents, the voltage response can be written as:

Vdroop(t) = Vstepl(t) + VstepZ(t - Tdelayl)
+ Vimpulsel(t - Tdelayz) + VimpulseZ(t - Tdelay3)
+ Vresonance(t) (39)

where Tyelay, > Tdelay,> and Tgeiqy, are the time instants when
each current excitation occurs. The dotted line and solid
line in Fig. 10 represent the analytical and simulated voltage
response to the current excitation. The agreement in Fig. 10
indicates that the equations discussed earlier can be used to
compute power supply accurately.

IV. ERROR ANALYSIS

Since (1)—(3) are simplified representations of the maximum
voltage droop, they tend to be used widely. Our objective
in this section is to quantify the error bounds based on the
detailed equations derived in this work.

A. STEP CURRENT

As in (17), Q and resistance are parameters that can cause
deviations from the voltage droop predicted using (2).
Therefore, the error can be quantified by the dependence of

Q and the ratio of PDN resistance to on-die resistance, regard-
less of other component parameters, as shown in Fig. 11a.
The error is negligible with high Q, but increases signifi-
cantly when it is around 2-3, meaning that the key parameter
determining the error is Q.

Fig. 11b and 1lc provide the specific range of Q and
ratio of resistances that ensure low errors of 10% and 5%,
respectively. If Q is greater than 2, the error in the predicted
maximum voltage droop from (2) is less than 10%, regardless
of the resistance ratio. In addition, with Q greater than 3,
an error of less than 5% can be guaranteed if the resistance
ratio is greater than 1.5:1. Even if Q is less than 2, the error
can be less than 5%; however, the resistance ratio should be
within a narrower range (1:2—1:4).

B. IMPULSE CURRENT

The error in the voltage droops computed from (1) arise from
the resistance, pulse time duration 7., and Q, as shown in
section III. Therefore, for constant values of these parame-
ters, the error remains a fixed value. Among these param-
eters, Ry and T, play a major role in causing a deviation
from the actual value, as shown in Fig. 12a. Here, R, and
T.i are expressed in terms of ratios to the characteristic
impedance Z( and resonant period 7 resonance, respectively, for
generalization.

The conditions to ensure errors of 10% and 5% are pro-
vided in Fig. 12b and 12c, respectively. The range of param-
eters varies depending on Q, but has little to no effect on
determining the error. To ensure errors of less than 10% and
5%, the ratio of Tyesonance 10 Teir needs to be at least 7:1 and
8:1, respectively, and the resistance ratio should be within the
provided range for each time ratio.

C. RESONANT CURRENT

Fig. 13a shows the error dependence on Q and the resistance
ratio, which can greatly affect the voltage droop, as in (37).
As in the case of step current, the error is only close to zero
when Q is high; however, the error increases significantly if Q
decreases beyond a certain bound. Fig. 13b and 13c provide
the range of Q and resistance ratio over which errors of 10%
and 5% can be guaranteed. If Q is greater than 1.5, we can
use (3) to predict the maximum voltage droop and expect an
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FIGURE 11. (a) Error in maximum voltage droop from a step current predicted by (2). (b) Parameters to achieve an error of less than 10%. (c) Parameters

to achieve an error of less than 5%.
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FIGURE 13. (a) Error in maximum voltage droop from a resonant current predicted by (3). (b) Parameters to achieve an error of less than 10%.

(c) Parameters to achieve an error of less than 5%.

error of less than 10%. To obtain the predicted value with less
than 5% error, Q needs to be greater than 2.

V. RISE TIME EFFECTS
In the previous sections, we consider an ideal step current. To

be more realistic, we include the current rise time and evaluate
its effect on the maximum voltage droop. Fig. 14 shows the
voltage droops from step currents with various rise times
in the PDN circuit. For a short rise time of 1 or 2 ns,
the maximum voltage droop is similar to that of an ideal
step current source. However, for rise time larger than 4 ns,
the difference in maximum voltage droop caused by the ideal
step becomes significant; for example, the maximum voltage
droop becomes 18.1 mV for a rise time of 6 ns, which is
almost half the value obtained from a step current source. This
is an important effect, as currents with multiple rise times are
possible in typical computer systems.

To demonstrate the effect of rise time, we analyze the
change in the current envelope in the frequency domain as
a function of rise time. A step current with a rise time can be
regarded as a ramp current. Then, the envelope of the current
harmonics in the frequency domain is [12]:

sin(wTf) || sin(tf)
nT.f wtf

where Iy, T, Ty, and t are the current level, pulse period,
pulse width, and rise time, respectively.

As shown in Fig. 15, there is an additional decrease in
the envelope of the current harmonics due to the effect of

IoTy,
T

Envelope = 2 (40)
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FIGURE 14. Change in voltage droop from step current depending on rise
time.

current rise time T when the frequency is higher than 1/ t.
Therefore, if the resonant frequency fj is higher than 1/7 7,
the decreased magnitude of the envelope needs to be applied

to (2), resulting in the following equation:
1

T Tfoy

Vstep = 2y - Istep

1

S

-1 step

" 2nJIC

(when fo > 1/mt) 41

-1 step
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FIGURE 16. The condition of Q and current rise time for an error of less
than 10% using (2) and (41).

where L, 7, and Iy, are the PDN inductance, current rise
time, and the level of current step.

Fig. 16 shows the parameter values of the PDN and current
over which the error in predicted values is less than 10%
when using (2) and (41). For a current rise time of less than
0.1 Tresonance, €quation (2) can still be used because there is a
large difference between the resonant frequency of the PDN
and 1/m 7. If the current rise time is greater than 0.4 Thesonance
and less than 1.2 - Tyesonances proposed equation (41) can
predict the maximum voltage droop with an error of less than
10% if Q is greater than 8.

VI. CONCLUSION

This article proposes a method to predict the maximum volt-
age droops caused by three fundamental current sources in
ICs. The prediction equations are validated and their asso-
ciated errors are analyzed based on the parameters of the
PDN circuit and current sources. The voltage response from
each current source can be computed with a minimal error
by using the derived equations that include the parameters
Q, resistance, and pulse time duration, which have not been

VOLUME 8, 2020

considered previously. In addition, the effect of the current
rise time is considered to accurately predict the maximum
voltage droop from a step current. For the proper use of the
simplified representations of the maximum voltage droop,
the error bounds of the equations have been quantified by
clarifying the factors leading to errors in each equation.
The solutions presented in this article are based on rigorous
derivations, and therefore provide reliable predictions of the
maximum voltage droop.
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